Annual Traffic Report 2019

5. GLOSSARY OF TERMS

AADT

Annual Average Daily Traffic - expressed as the number of vehicles per
day.

ADJUSTED DATA

Where this flag appears in this report, the data has been adjusted to
correct impacts on data collection such as equipment failure or
construction traffic. The adjusted figures are extrapolated from a
statistical analysis of data adjacent to, and in the same period for
previous years.

ROAD CLOSURE

Where this flag appears in this report, it indicates that during the period
of data collection, the road was affected by closure due to flooding or
other reasons, and this should be considered when using the data.

ROAD RESTRICTION

Where this flag appears in this report, it indicates that during the period
of data collection, the road was affected by restrictions to the type/size of
traffic allowed to use the road. This should be considered when using the
data.

ROAD CLOSURE &

Where this flag appears in this report, it indicates that during the period
of data collection, the road was affected by both closures and restrictions.

RESTRICTION

Average Daily Traffic - The average 24 hour volume over the period of
ADT the traffic count.

Annual Average Daily Traffic - Average 24 hour traffic volume established
CALCULATED AADT

by a twelve month continuous count.

COVERAGE STATION

Traffic count station which operates for a short duration with or without
time based internal records.

DOUBLE AXLES (D/A)

Road tube counters at count stations, count traffic in terms of Double
Axles passing over the tubes.

Indicates data in transition, previous data in double axles and current

DA - VEH data in vehicles.
AADT obtained by applying a seasonal factor to data collected over a
ESTIMATED AADT short period of time.
MADT The ADT for a calendar month.
Permanent traffic count station where traffic data is recorded at fixed
PRIMARY STATION time intervals and counted continuously for 12 months of the year.
Traffic count station where traffic data is recorded for a special or specific
SPECIAL STATION purpose over a short period of time.

They are usually requested on a ‘one off' basis.

VEHICLES (VEH)

Loop counters at traffic count stations count traffic in Vehicles passing
over the counter.




